FOR INSTALLATIONS WITHOUT
A POLE TOP BRACKET,
PROVIDE A ROUND POLE CAP:
TAPCO #109-00027 OR EQUAL

12" CROSS BRACKET:
TAPCO #037-00227
OR EQUAL

ROUND POLE BRACKET:
TAPCO #037-00224
OR EQUAL

NEW SIGN PANELS WITH
TYPE XI SHEETING

HAWKINS M26-C28 SINGLE
CLAMP-ON U-BRACKET
FOR 2" SCH 40 PIPE WITH
HEX HEAD CAP SCREW,
OR EQUAL.
2 EACH PER SIGN PANEL

2" GALVANIZED STEEL
SCHEDULE 40 PIPE

1" GAP

STREET NAME SIGN
SEE DETAIL 402

10' MIN. POLE
FOR STREET NAME SIGN

7' CLEAR MIN.

CORE DRILL
THROUGH SIDEWALK

CONCRETE FOOTING

4"-LONG #4 REBAR
WELDED TO POST

5" DIA MIN.

SIGN LOCATION AT BACK OF SIDEWALK
(SIDEWALK 4' TO 6' WIDE)

12" TYP
VARIABLE
FACE OF CURB

4"-2" PREFERRED
3'-0" MINIMUM

FACE OF CURB

SIGN LOCATION AT FRONT OF SIDEWALK
(SIDEWALK 6'-6" AND WIDER)

12" MIN
(SEE NOTE 2)

VARIABLE
FACE OF CURB

4"-2" PREFERRED
3'-0" MINIMUM

FACE OF CURB

SLOPE TO DRAIN
AND TROWEL SMOOTH

CONCRETE FOOTING

4"-LONG #4 REBAR
WELDED TO POST

12" DIA MIN.

SIGN ASSEMBLY IN SIDEWALK

POST IN PLANTER

NOTES:
1. EITHER SIDEWALK WIDENING OR AN ALTERNATE SIGN LOCATION IS REQUIRED IF LESS THAN 36" CLEAR SIDEWALK WIDTH IS PROVIDED. WHERE WIDENING, WIDEN TO PROVIDE AT LEAST 4'-2" CLEAR IF POSSIBLE.
2. CLEARANCE FROM THE FACE OF CURB TO SIGN PANEL OR POST MUST BE AT LEAST 12". IN COMMERCIAL AREAS 2'-0" IS PREFERRED IF AT LEAST 6'-0" OF CLEAR SIDEWALK IS PROVIDED BEHIND THE SIGN POST.
3. EXACT LOCATIONS MUST BE MARKED IN THE FIELD FOR REVIEW AND APPROVAL BY THE CITY ENGINEER.

CITY OF MONTEREY
DEPARTMENT OF PUBLIC WORKS
580 PACIFIC STREET, MONTEREY, CA 93940

APPROVED BY:

CITY ENGINEER DATE

ROADSIDE SIGNS

DETAIL 401